Solenoid Valves

Valcor Scientific




Valve Series Number

SV61/ SV62

Type of Operation

Operating Modes o

Direct Acting

Direct Acting

SV320/ Sv420

Balanced Poppet

Zero-Differential
Piloted Diaphragm

Normally Closed
Normally Open

Normally Closed
Normally Open

Normally Closed

Normally Closed
Normally Open

Pipe Connection (in)

Orifice sizes (in)

1/4

1/4

1/8, 3/16

Cv factor

1/16, 1/8, 1/4

3/8, 1/2, 3/4, 1,
1-1/4, 1-1/2

5/8, 3/4, 1, 1-1/4

up to .70

up to 23

Operating Pressure range
(PsSI)

O0to 175

0 to 450

0 to 625

Maximum Media Temp. (F)

120

120

300

0 to 200

Elastomeric Compound

]

Buna N, Viton

Body Material

Brass

Buna N, Viton, EPR

Buna N, Viton, EPR

Buna N, Viton, EPR

Polypropylene, Brass

Brass

Brass, Stainless Steel

Coil Class'

H

Voltages?

Applicable
Fluid

Oil

Chemicals

" Nema IV Housing std on most models.

? Standard Voltages Available; Consult factory for special voltages




VALCOR

SV321/ 8v421

SV327/ SVv427

Piloted Diaphragm

Zero Differential
Piloted Diaphragm

SVv330/ SVv430

Direct Acting

SV331/ SVv431

SV340/ SV440

Direct Acting

Piloted Piston

Normally Closed
Normally Open

Normally Closed
Normally Open

Normally Closed
Normally Open

Normally Closed
Normally Open

Normally Closed
Normally Open

3/8, 1/2, 3/4, 1,
1-1/4, 1-1/2, 2

1, 1-1/4, 1-1/2, 2

1/8, 1/4, 3/8

1/8, 1/4, 3/8

1/4, 3/8, 1/2,
3/4,1, 1-1/4

1/2,5/8, 3/4, 1,
1-1/4, 1-1/2

1, 1-1/4

3/64, 1/16, 3/32, 1/8,
5/32, 3/16, 1/4, 9/32,
3/8

3/64, 1/16, 3/32, 1/8,
5/32, 3/16, 1/4, 9/32,
3/8

3/8, 3/4, 15/16,
1-1/8

Up to 29

Up to 28

Up to 1.7

Up to 1.7

Up to 18.75

1 to 250

O to 125

0 to 1050

0 to 1050

0 to 300

366

295

338

338

366

Buna N, Viton, EPR,
Teflon

Buna N, Viton, EPR

Buna N, Viton, EPR,
Teflon, Rulon

Buna N, Viton, EPR,
Teflon, Rulon

Buna N, Viton, Teflon

Brass, Stainless Steel

Brass, Stainless Steel

Brass, Stainless Steel

Brass, Stainless Steel

Brass, Stainless Steel

O

O

O Standard Products




Sv85

SV323/ SVv424

SV733/ SV734/ SV736 SV833/ SV834/ SV836

SVv10

Balanced Poppet

Normally Closed

Piloted Diaphragm

Direct Acting

Direct Acting

Direct Acting

Normally Open
__Diverter

Normally Closed
Normally Open

Normally Closed
Normally Open
Univers.

1

3/8, 1/2

1/8, 1/4

al Universal

Normally Closed
Normally Open

Normally Closed
Normally Open

1/8, 1/4

1/4

6

518

33,44

3/64, 1/16, 3/32, 1/8,
3/16, 1/4

Up to .80

1/16, 3/32, 1/8, 11/64

1/16

Up to .38

up to .07

0 to 625

7 to 150

0 to 200

0 to 200

.5 to 100

325

180

230

200

120

Buna N, Viton, EPR

* Buna N, Viton

Viton, Buna-N, Teflon

Buna N, Viton, EPR

Buna N

Naval Bronze

Brass, Stainless Steel

Brass, Stainless Steel

Brass, Stainless Steel

H




Cryogenic Solenoid Valves

Valcor is.one of the largest producers of sblenoid
valves specifically designed for cryogenic service.
Configurations are low in mass to minimize thermal
loss.

Typical Applications:
¢ | ow Temperature Chambers
e Thermal Analysis Equipment
¢ NMR Magnet Cooling

LN2 Transfer Valves

VALCOR Instrument Class Valves

Ranging in size from subminiature to one and
one-half-inch diameters, the Valcor Scientific family
of Instrument class valves delivers performance and
durability normally reserved for larger components

Day in, day out.

The Vaicor family of Teflon valves.

Typical Applications:

DNA Synthesizers

Blood Gas Analyzers

e Sample Preparation

* Gel Permeation Chromatography

Solenoid Operated Dispensing Pumps
Valcor solenoid operated dispensing pumps are
available in an all stainless steel and in a "Dri"-sole-
noid construction. The pumps can be digitally con-
trolled with output ranges from .3ml to over 1.5ml per
stroke

Typical Applications:
Solvent Dispensers
Reagent Dispensing
Lubrication Dispensers
Aromatics Dispensers

Valcor Scientific Resource Guide
To Dispensing/Metering Pumps







